GSA-2015-000739 FOIA Request Attachment 1 - List of Supplies/Services

Manufacturer Description Stock/Part # | Quantity

Harris JTRS certified, NSA Type-1 Certified wideband AN/PRC- 1
software defined tactical radio. The radio must 117G(V)1(C)
operate on a single channel and cover the 30 MHzto | w/GPS
2 GHz frequency band. The radio is also required to
provide embedded SAASM GPS, Adaptive
Networking Wideband Waveform (ANW?2),
SINCGARS, Havequick II, VHF /UHF AM and FM,
DAMA, High Performance Waveform (HPW),
Integrated Waveform (IW), Soldier Radio Waveform
(SRW), and MIL-STD-188-181B SATCOM.

Harris JTRS certified, NSA Type-1 Certified wideband AN/PRC- 1
software defined tactical radio. The radio must 117G(V)1(C)
operate on a single channel and cover the 30 MHzto | w/o GPS

2 GHz frequency band. The radio is also required to
provide embedded SAASM GPS, Adaptive
Networking Wideband Waveform (ANW2),
SINCGARS, Havequick II, VHF/UHF AM and FM,
DAMA, High Performance Waveform (HPW),
Integrated Waveform (IW), Soldier Radio Waveform
(SRW), and MIL-STD-188-181B SATCOM




